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Thermal Receipt Printer - Triple Interfaces

80mm paper receipt printer
USB, Serial and Network
QR codes and barcodes

High-Speed
Windows 10 & 11

GenPOS - Performance POS solutions at an exceptional price.

Technical Aspect — The TP806L's thermal head offers a continuous operation of
at least 100 km of printing, at 300mm/sec. Its patented dual-knife design allows
for more than one million paper cuts.

Triple Connectivity - The TP806L comes standard with USB, Serial, and Network
connections. With this triple connectivity, the HPRT TP806L is ideal for POS.

Designed to Last — The TP806L is ideal for all your POS printing needs. It is
designed for heavy duty, high frequency priting applications, and to last | TP806L
is the best choice for printing needs in the restaurant and QSR markets.
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SPECIFICATIONS

Printin

Direct Thermal Printing.
Print head lifecycle of 100km of printing.
Print width standard 72mm (min 48mm).
Print speed of 300mm/sec. at 203dpi

Paper
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Standard thermal print paper.

Roll width 80mm (also supports 58mm). ..0;‘“
Top printing and loading. FAsY

Maximum roll diameter of 83mm.

Sensors

“Beeping” sound alarm.
Open cover sensor, end of paper roll sensor, cutter jam

sensor.

Interfaces

RJ11 cash drawer
USB-B standard

Serial RS232 DB9
Network RJ45 ethernet

Operating Systems o

Windows 10 and 11 drivers

'\ BARCODE

GenPQOS
" (514) 364-3428
: sales@genpos.com

9669 rue Clément, LaSalle, Qc H8R 4B4 WWW.genpos.com




