Specifications Sheet
HPRT TPROK

Thermal Receipt Printer

Your Future, Printed

80mm paper receipt printer
Wifi, Bluetooth and USB
QR codes and barcodes

Wallmountable
LED visual alarms
Windows, MacOS, i0OS

GenPOS - Performance POS solutions at an exceptional price.

Technical Aspect — The TP80K's thermal head offers a continuous operation of at
least 100 km of printing, at 230mm/sec. Its patented dual-knife design allows for
more than one million paper cuts.

Wireless Connectivity - The TP80K comes standard with 2.4G/5G Wi-Fi,
Bluetooth, and USB connectivity. With its wireless connectivity, the TP80K HPRT
is ideal for mobile POS.

Clear Indications — Equipped with three LED indicator lights, the TP80K always
shows you its operational status: You no longer have to interpret inexplicable
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TPSOK Specifications Sheet

SPECIFICATIONS

Printin

IDirect Therma;I Printir‘\g;v
Print head lifecycle of 100km of printing. ,t
Print width standard 72mm (min 48mm). gy |

Print speed of 230mm/sec. at 203dpi

Paper

Standard thermal print paper.

Roll width 80mm (also supports 58mm). Oﬁ‘
Top printing and loading. EAsY

Maximum roll diameter of 83mm.

Sensors / Visual Alarm

“Beeping” sound alarm.

Blue DEL indicator: Normal functions.

Orange DEL indicator: Check paper..

Red DEL indicator : Fault.

Open cover sensor, end of paper roll sensor, cutter jam

sensor.

Interfaces

Wifi 2.4G/5G wireless
Bluetooth wireless
RJ11 cash drawer
USB-B standard

Operating Systems

Windows 10 and 11 drr4iver‘s
MacQOS drivers and iOS Apps
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