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Standard with USB and Serial interfaces.  
(Optionnal interfaces : Parallel, network, or Wifi)

Front paper-out and loading design
Paper, error & power 
color LED inticator

Thermal Printer Series
POS Receipt Printer

Key Features:
•	 Jam-free cutter

•	 300mm/s high printing speed

•	 Front paper-out & loading design

•	 Three color LED status indicators

•	 Industry leading belt-driven 
mechanism

•	 Standard with USB and Serial 
interfaces.  Optionnal interfaces : 
Parallel, network, or Wifi

SRM Approved

HPRT TP801

Specifications - HPRT TP801

Printing

Type Direct Thermal, Front printing
Speed 300mm/s
Resolution 203dpi
Emulation ESC / POS

1D Barcodes UPC-A, UPC-E, EAN8, JAN8, EAN13,JAN13,  
Code39, ITF Codebar, Code128, Code93

2D Barcodes PDF417, QR, DataMatrix, MaxiCode, Aztec

Paper

Type Standard thermal paper
Width 79.5mm ± 0.5mm / 57.5 ± 0.5mm
Thickness 0.056 ~ 0.1mm
Roll diameter Max. 83mm

Hardware

Memory (RAM / Flash) 1Mb / 4Mb
Loading Front-loading
Cutting Tear-bar or Automatic cutter
Interfaces USB + Serial standard (wifi, LAN, LPT optionnal)
Cash Drawer port 1x RJ11 24v
Power Supply DC 24v, 2A, 3-pins external DC adapter

Reliability Printhead Life 150km 
Cutter Life 2,000,000 cuts

OS Support Drivers Windows 10

Physical

Material / Color Black ABS
Dimensions (LxWxH) 191mm x 130mm x 131mm 
Net Weight 1.63Kg 
Operating Environnement 5° ~ 45°c, 10% ~ 95% RH, non-condensing
Storage Environnement Minus 20° ~ 60°c, 10% ~ 90% RH, non-condensing

Warranty 2-years


